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Lift-off characteristics and flame base structure of 
coal seeded gas jet flames 
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School of Aerospace and Mechanical Engineering, University of Oklahoma, Norman, Oklahoma, USA 
An experimental study of the burner rim stability characteristics and theflame base structure offlames co--red with pulverized coal and 
propane gas is presented. L@-off and reattachment characteristics are examined as functions of propane concentration in the jet  stream 
for lignite, bituminous and anthracite coals. The effects onflame base structure are studied in terms of temperature, product species 
concentration and radiation profiles. The addition of lignite and anthracite coals favours the lift-off transitions. Bituminous coal ,  on the 
other hand, makes theflame more stable. The peak values of temperature and concentrations of major combustion product species in the 
frame stabilization region strongly depend upon the rank of coal. Among the coals tested, bituminous coal produces the highest peak 
temperature and its pame emits maximum radiation from the stabilization region. Anthracite and lignite coals produce somewhat 
comparable stability characteristics and structure of theflame base. The effects of coal rank are explained by the direrences in volatile 
matter, moisture and pyrolysis characteristics of coals. 
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1 INTRODUCTION 
In recent years, the high expense of capital equipment 
and the demands for energy resource conservation and 
environmental protection encourage multi-fuel capabil- 
ity of combustion systems, particularly those in the 
power generation industry. Co-firing of different quality 
fuels is the first step towards developing technologies 
that enable fuel switching and multi-fuel utilization in 
combustors without extensive modifications (1). Also, 
co-combustion is an important step which allows 
retrofitting of the existing devices until new generations 
of systems that have multi-fuel potential come into 
practice. Gas-fired incinerators of solid materials, co- 
firing of refuse-derived and other biomass fuels with 
coal, burning of tyres and plastics while enhancing their 
combustion with natural gas, and dual-fuel diesel 
engines are examples of co-firing technology (2-5). 
While reviewing coal combustion issues, Green and co- 
workers (6, 7) suggested the co-firing of coal with 
natural gas as an oil-conservation measure. They dis- 
cussed the merits of co-firing of coal and coal-water- 
slurry fuels with gas, explaining the synergism of the 
approach (8). The possibilities of wider flame stability 
and mitigation of some problems inherent to coal com- 
bustion when coal was co-fired with oil have been indi- 
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cated (1). By the same token, some deficiencies inherent 
to natural gas combustion, such as low radiation emis- 
sion, can be remedied by employing co-firing with coal. 
This approach is promising, particularly when natural 
gas is used in the combustors designed for oil. Co-firing 
may be tailored to simulate the oil flame, especially in 
its radiating characteristics. In spite of its significant 
potential, controlled combustion studies on this subject 
are sparse; in particular the fundamental studies are 
highly limited. This paper describes a study of the com- 
bustion of one such hybrid fuel (a fuel gas, a diluent gas 
and a solid fuel). By having a combination of the fuel 
and diluent gases, a further flexibility of controlling 
flame characteristics such as temperature is offered. In 
the following, the burner rim stability and structure of 
the flame anchoring region of a fuel consisting of 
propane, nitrogen and pulverized coal is presented. 
1.1 Background of burner stability issues 
The lift-off and blow-out phenomena of gas jet flames 
have received a great deal of attention in recent years 
(9-13). Most of the studies have focused on the burner 
exit velocity as the primary variable. As the jet velocity 
affects the local flow field, flame lift-off caused by 
increasing burner exit velocity affects both the flow and 
chemical structure of the flame base region. Hence, the 
roles of fluid dynamic and thermochemical effects 
cannot be delineated. Prasad et al. (14) employed a 
method in which the lift-off phenomenon can be studied 
in terms of the reactant concentration in the jet fluid 
while keeping the burner exit velocity constant. That 
method is useful in isolating the effects of parameters 
like nozzle shape or additives in the jet stream by 
decoupling their influences from the accompanying 
effects of the jet exit velocity. 
The literature contains several studies on the lift-off 
characteristics of homogeneous gas jet flames. However, 
the information on the stability of particle-seeded gas 
jet flames is limited in spite of their application in pul- 
verized coal furnaces (PCF). In this study, a method 
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similar to that used by Prasad et al. (14) is employed to 
study the effects of coal particles and their properties on 
the stability of pulverized coal seeded gas jet flames. 
2 EXPERIMENTAL 
Figure 1 is a schematic diagram of the experimental 
apparatus. The combustion chamber is made of thick 
steel plates with a square cross-section (76 cm x 76 cm) 
and a height of 117 cm. The chamber has air-cooled 
optically clear Pyrex windows (92 cm long and 20 cm 
wide) on all four side walls. The burner assembly (Fig. 
2a) mounted to the base plate of the combustion 
chamber consists of a contoured nozzle supported con- 
centrically inside a 158 mm i.d. machined pipe. The 
nozzle consists of four parts: a divergent inlet section, a 
cylindrical settling chamber, a convergent contoured 
section, and an interchangeable nozzle tip. A diffusion 
flame of a mixture of nitrogen and propane in air was 
used to ignite and support the coal flame as in the pre- 
vious studies (15, 16). Commercial grade propane and 
nitrogen were supplied from gas cylinders and metered 
with rotameters. Propane was supplied from a large 
cylinder that lasted for the entire investigation and 
ensured that the fuel composition remained the same. 
The gas was analysed with an infra-red analyser to 
ascertain its composition. Combustion air was supplied 
from an oil-less vane compressor through the annulus 
surrounding the burner tip. Turbulence in the com- 
bustion air stream was minimized and a uniform veloc- 
ity profile at the plane of the fuel nozzle was generated 
by means of a honeycomb section and a set of screens in 
n 
the annulus pipe. All gas flowrates were monitored by 
calibrated rotameters. 
The coal feeding system (Fig. 2b) was designed to 
provide a steady flow of pulverized coal to the burner 
without compacting. The system consisted of a steel 
pipe, the contoured bottom edge of which meshed with 
a rotating shaft having a machined notch (2 cm long, 1 
cm wide and 0.65 cm deep) and driven by a variable- 
speed d.c. motor. Pulverized coal was stored in a poly- 
vinyl chloride (PVC) pipe attached to the steel pipe. The 
PVC pipe was continuously vibrated to avoid compac- 
tion of the coal powder. Each time the notch in the 
rotating shaft meshed with the pipe a certain amount of 
coal was delivered to the fuel line. The fuel-gas mixture 
carried the coal to the burner. The coal flowrate was 
varied by adjusting the speed of the rotating shaft. The 
system was calibrated by filtering and weighing coal 
powder carried by the gas stream against the shaft 
speed. A complete description of the system is given by 
Gollahalli et al. (17). 
Flame photography was performed using panchro- 
matic colour and black and white films with a 35 mm 
camera. Both short (1/1OOO second) and long (1 second) 
exposure photographs were taken. The exposure time 
and the type of film were kept the same in all experi- 
ments. Assuming that variations in processing the films 
with automatic commercial processors were minimal, 
the photographs were used to determine the changes in 
flame configurations. Because the jet flow and co-flow 
velocities were maintained constant, the interactions of 
jet flow and co-flow and vortex shedding that causes the 
oscillatory movement of the flame base could be 
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Fig. 1 Schematic diagram of the experimental apparatus 
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Table 1 Experimental conditions 
Burner tip diameter 
Coal feed rate 
Co-flow air velocity 
Air temperature 
Fuel jet velocity 
Propane mole fraction 
Coal mass fraction 
Jet Reynolds number 
Without coal 
With coal 
9.5 mm 
10 k 1 g/min 
0.656 m/s 
297 f 3 K 
6.5 m/s 
0.23 
0.33-0.38 
51 50-5400 
6600-6800 
assumed to remain constant. Hence, the one-second 
exposure photographs were considered to represent a 
reasonably averaged position of the flame base. The 
temperature in the flame was measured with a silica- 
coated platinum-platinum 13% rhodium thermocouple 
with an exposed junction of diameter 0.5 mm. The ther- 
mocouple hot junction was very small compared to the 
width of the flame, and hence no visible fluid dynamic 
disturbances were noticed when the thermocouple was 
introduced into the flames. Temperature readings were 
corrected for radiation and conduction losses following 
the procedure given by Fristrom and Westenberg (18). 
A chemiluminescent analyser was used to determine the 
concentrations of nitric oxide in the gas samples drawn 
through a water-cooled 3.2 mm diameter stainless steel 
tube. The gas sample train consisted of a series of 
quartz glass wool filters to remove solid particulates 
and an ice-chilled moisture trap to remove the water 
content of the sample. A polarographic analyser and 
two infra-red detectors were used to determine the con- 
centrations of oxygen, carbon monoxide and carbon 
dioxide respectively. To obtain a measure of uncertainty 
caused by the variations in flowrate and other experi- 
mental variables intended to be maintained constant, 
some experimental runs were repeated approximately 
10 times and the error bar limits for 95 per cent con- 
fidence were calculated. Average standard deviations of 
3 per cent in nitric oxide concentration data in pure gas 
flames and 7 per cent in coal-seeded gas flames were 
obtained from these measurements. 
Coals of three ranks were used in this study: lignite, 
bituminous and anthracite. Table 1 shows the experi- 
mental conditions and Table 2 shows the properties and 
particle size distribution of coals. 
3 RESULTS AND DISCUSSION 
In all experiments pulverized coal was fed at a rate of 
10 & 1 dmin and the flowrate of the fuel-gas mixture 
was also kept constant so that the weight fraction of the 
coal was held at a constant value of 0.23. The coal mass 
flowrate was frequently checked before igniting the jet 
with the filtering procedure mentioned previously, to 
ensure the accuracy of the calibration curve. Pulverized 
coal was prepared locally using a small laboratory-scale 
grinder and the size distribution of coal was adjusted by 
using the scientific standard sieves. Further, the samples 
of coal-laden gases were drawn isokinetically from the 
nozzle exit and microscopically examined to check the 
particle size distribution. The propane flowrate was 
gradually reduced while correspondingly increasing the 
nitrogen flowrate in the jet stream and maintaining the 
burner exit velocity constant. The concentration of 
propane in the jet stream was changed, which affected 
the reactivity of the jet stream mixture and the flame 
configuration. Thus, the concentration of propane could 
be taken as an indicator of the flame stability affected 
by the jet stream composition. The changes in flame 
configuration, lift-off height, flame base width and flame 
appearance were recorded. Radial profiles of tem- 
perature and major species concentrations were 
obtained. 
3.1 Lift-off characteristics 
Prasad et al. (14) found that the gas jet flames exhibited 
three stages of transition when the inlet stream was pro- 
gressively diluted. The first stage involved a transition 
from the burner-attached flame base to a condition 
where the flame base was stabilized at 2-5 diameters 
away from the burner. The flow conditions at the base 
Table 2 Properties of coals 
Proximate analysis (mass %) 
H*O VM FC Ash 
Lignite 22 32.7 36.7 8.7 
Bituminous 5.36 39.2 52.5 2.9 
Anthracite 5.46 3.84 87.5 3.2 
Ultimate analysis (mass %) 
H C N 0 S 
Lignite 3.9 55.2 0.93 28 0.83 
Bituminous 4.96 73.8 1.68 8.75 2.27 
Anthracite 2.1 94.7 0.8 1.6 0.8 
Pyrolysis temperature* (K) Heating value (MJ/kg) 
Lignite 680 18.8 
Bituminous 571 31.2 
Anthracite 623 34.4 
Size distribution for all coals (mass %) 
45-75 pm 30 
<45 um 20 
75-150 pm 50 
VM = volatile matter, FC = fixed carbon, H = hydrogen. H,O = moisture, C = carbon, N = nitrogen, 
0 = oxygen, S = sulphur. 
* Pyrolysis tem-prature is determined by differential scanning calorimeter. 
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were laminar and the flame base was axisymmetric with 
sharp edges. A thin blue flame zone existed near the 
edges. This configuration was termed the lifted flame 
with laminar base by Prasad et al. (14). At a higher 
mole fraction of the diluent, the flame base suddenly 
jumped to a location 10-20 diameters away from the 
burner and the flame base had a jagged configuration. 
The flow near the flame base was turbulent and the 
flame was noisier. Prasad et al. (14) denote this configu- 
ration as the lifted flame with turbulent base. Photo- 
graphs of gas jet flames and the flames of gas seeded 
with coal (bituminous) in these three configurations are 
shown in Fig. 3. 
Figure 4 shows a comparison of the stabilty charac- 
teristics of the pure gas jet flame and the gas jet flame 
with three ranks of pulverized coals in the feed stream. 
It is noticed that the general trends of the lift-off charac- 
teristics do not markedly depend upon the presence or 
the type of coal in the feed stream. The critical values of 
the mole fraction and the magnitudes of the flame 
stand-off distance (L)  and the flame base width (w), 
listed in Table 3, however, depend upon the presence 
and the type of coal. 
In the previous study (14), it was shown that the lift- 
off behaviour of gas jet flames could be explained in 
terms of the local gas velocity (u,) and flame velocity 
(4). The addition of coal particles affects both these 
velocities. Possible effects that could change the flame 
velocity uf are: (a) coal particles introduce turbulence in 
Fig. 3 Photographs of the gas jet (a, b, c) and gas jet + coal 
(d, e, f) flames; (a) burner attached, (b) lifted with 
laminar base, (c) lifted with turbulent base 
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Stability characteristics of the gas jet flame and gas jet 
flame co-fired with coals of different ranks 
the flame base and increase uf , (b) moisture in the coal 
reduces flame temperature and thus decreases uf , (c) 
inert gases released upon pyrolysis of coal reduce uf 
through decreases in both the concentrations of reactive 
species and temperature, (d) reactive species released 
upon devolatilization of coal, on the other hand, 
increase uf and (e) the sensible heat required to raise 
coal particles to their pyrolysis temperature and endo- 
thermicity of pyrolysis reactions reduce combustion 
temperature and uf .  The local gas velocity ug may 
change because of (a) the additional volume of coal 
introduced, (b) agglomeration of coal powder into large 
particles, which could act as flame stabilizers, and (c) 
the release of moisture and volatiles upon pyrolysis. The 
calculations of the change in velocity show, however, 
that factor (a) is negligible. Depending upon the com- 
position of coal, different characteristics dominate, as 
discussed in the following. 
3.1.1 First transition 
Of the three coals tested, lignite has the highest mois- 
ture content (Table 1). Because of a short flame lift-off 
distance and the consequent small residence time 
upstream of the flame base after the first transition, the 
Table 3 Critical values of propane mole fraction, flame 
stand-off distance and flame base width at tran- 
sition points 
After first transition After second transition 
Fuel xp Lld wJd x, LJd wJd 
Gas 0.34 2.7 1.62 0.28 10.3 3.6 
Lignite + gas 0.37 1.84 1.42 0.30 10.8 5.1 
Bituminous +gas 0.34 2.1 1.77 0.25 17.9 6.6 
Anthracite + gas 0.36 1.94 1.61 0.28 11.3 3.4 
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amount of reactive volatiles released is small and not 
enough to compensate for the effect of the large mois- 
ture content on uf .  Although the release of water 
vapour increases the local gas velocity, the effect is 
linear and much weaker than the power-law depen- 
dence of uf on concentrations (19). The net result is to 
decrease uf more than the increase in us and thus lift-off 
occurs at a higher propane content (xp = 0.37) of the jet 
fluid. 
The first transition with anthracite coal occurs at 
xp = 0.36. The pyrolysis temperature for anthracite is 
high and its volatile and moisture contents are low. 
Thus, the amount of anthracite undergoing pyrolysis 
over the flame lift-off distance is small, but the sensible 
heat required to raise the coal particles to the pyrolysis 
temperature is high. Anthracite particles in this region 
essentially act as inert particles which absorb and 
radiate energy. The net effect is to decrease uf and 
change ug very little. Consequently, anthracite addition 
causes the first transition at a higher xp than in the gas 
flame. However, compared to lignite coal, the factors 
causing dilution are weaker, and hence the first tran- 
sition occurs at a lower propane mole fraction in the 
inlet stream. 
For bituminous coal the first transition occurs at 
xp = 0.34. Moisture content is low, but volatile con- 
tents, particularly the reactive components, are higher 
in this coal. It also has a lower pyrolysis temperature. 
Hence, the degree of pyrolysis and the amounts of reac- 
tants are higher with this coal. Their effect is to counter- 
act the effects of sensible heat abstraction and 
endothermic effects of pyrolysis. Thus, the flame can 
withstand a lower value of propane mole fraction before 
the first transition occurs. These results corroborate the 
data on lean flammability limits of pulverized coal con- 
centration reported by Hertzberg et al. (20). In the 
experiments of reference (20) in a constant volume 
reactor, the measured lean concentration limits of dusts 
varied inversely with their combustible volatile con- 
tents. For instance, at comparable conditions, the lean 
limits of bituminous and anthracite coals were 130 k 10 
and 450 & 50 mg/l. In accordance with the above-stated 
arguments, the dusts having higher combustible volatile 
content, such as bituminous coal, can withstand lower 
lean limits or require a lower amount of the co-fired 
higher-grade gaseous fuel before the flame lifts off the 
burner. 
3.1.2 Second transition 
The second transition occurs (Table 3) with lignite, 
bituminous and anthracite coals at xp equal to 0.30, 
0.25, and 0.28 respectively. Here, again, it is seen that 
bituminous coal allows the highest dilution, implying 
that it yields the stablest burner-attached flame. As the 
flame base is seen to be turbulent at this transition, the 
relevant flame velocity comprises both fundamental 
laminar flame velocity and the contribution due to turb- 
ulence. The fundamental flame velocity, a thermochemi- 
cal parameter, increases with temperature (21). 
However, the turbulence intensity, which depends upon 
the local Reynolds number, decreases because of the 
increase in viscosity when the temperature is higher (19). 
With lignite addition, moisture release and heat 
abstraction decrease flame velocity due to their effect 
Part A:  Journal of Power and Energy 
through flame temperature and concentration. 
However, as the flow at the flame base is already turbu- 
lent, the coal addition does not change the mixing levels 
markedly. Hence, the second transition with lignite 
occurs a t  a higher propane mole fraction than in the 
pure gas flame. On the other hand, anthracite coal addi- 
tion decreases flame velocity due to higher heat 
abstraction. The effect, however, is weaker than that of 
lignite because of negligible moisture release in this case. 
With bituminous coal addition, the higher volatile 
matter and the reactive species fraction released on 
pyrolysis are higher than with the other two coals. Con- 
sequently, the flame base can withstand a much lower 
value of xp than with other coals before the second tran- 
sition. 
Bradley et al. (22) measured burning velocities in a 
methane-air-coal dust mixture in a premixed laminar 
flame burner. Their results, which agree well with the 
computational predictions, also show that the burning 
velocity uf increases with the increase of combustible 
volatile content and H/C mass ratio of coals. Because of 
the highest combustible volatile content of the bitumin- 
ous coal, the contribution of the gaseous components 
released upon pyrolysis to uf should be the largest, and 
hence the requirement of the co-fired gas to prevent the 
flame transition should be the lowest in that case. 
Experimental results indeed support that argument. 
3.2 Flame stand-off distance and base width 
From Fig. 5 and Table 3, it is seen that bituminous coal 
has the highest flame stand-off distance and base width, 
followed by anthracite and lignite in that order. As dis- 
cussed earlier, bituminous coal yields the most stable 
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flame among the three coals tested, and hence it with- 
stands the movement of the flame base to the farthest 
location before the balance between ug and uf breaks 
down. The lignite coal seeded flame is most prone to 
transitions and consequently the transitions occur 
closest to the nozzle with the smallest base width. 
Logically the values of flame stand-off distance and base 
width of anthracite seeded flames fall intermediate to 
those of lignite and bituminous coal seeded flames. 
I 
-- GASFLAME 
0 LIGNITE 
A BITUMINOUS 
0 ANTHRACITE 
33 Reattachment and hysteresis characteristics 
When the propane mole fraction is gradually decreased, 
the lift-off distance and flame base width increase. 
However, they do not retrace their path when the value 
of xp is increased. Similar to pure gas flames (13) they 
exhibit hysteresis. As the fluid dynamics and the shear 
layer structure at the burner exit remain qualitatively 
the same as in gas flames, this result is expected. The 
hysteresis was attributed to the difference between the 
characteristics and development of large-scale coherent 
structures in the near-burner flow field of attached and 
lifted flames. In the lifted flame, the flow over the flame 
stand-off distance behaves essentially as in a cold jet 
forming the large-scale vortex structures, whereas in an 
attached flame the hot reaction zone enveloping the jet 
suppresses the formation of large-scale structures (23, 
24). The presence of the large-scale coherent structures 
and the entrainment changes caused by them oppose 
the movement of the flame base towards the burner and 
delay the reattachment of the flame to the burner. 
Recently, the flow visualization and laser velocimetry 
studies of a two-dimensional shear layer with and 
without coal particles in one of the flow streams have 
shown that the coal particles of the size range used in 
this study do not markedly alter the growth rate of the 
shear layers (25), which explains the similarity of the 
reattachment process between the pure gas jet and 
particle-seeded gas jet flames. For clarity, the re- 
attachment process of only lignite is shown in Fig. 5. 
The reattachment profiles for anthracite and bitumi- 
nous coals are given in references (17) and (26) and 
those profiles are similar to that shown for lignite. 
3.4 Radial temperature profiles in the flame base 
The radial temperature and composition profiles were 
measured at the base region of the gas flames with and 
without the addition of pulverized coals to the jet 
stream. Here, in order to compare the effect of adding 
coal to the gas stream and to diagnose the effects of coal 
rank on flame lift-off behaviour, only the profiles in the 
flame base after the first transition are given. The full set 
of profiles including those in the burner-attached flames 
are given in references (17) and (26). At the conditions 
for which the profiles are given here, the jet velocity, 
co-flow air velocity and coal mass fraction were kept 
constant at 6.5 m/s, 0.66 m/s and 0.23. The jet exit Rey- 
nolds numbers accounting for the presence of coal 
varied only over a narrow range of 6590-6720 under 
these conditions. 
The effects of the addition of pulverized coal and the 
rank of coal on radial temperature profiles are shown in 
Fig. 6. It is noticed that the addition of coal does not 
significantly change the shape of the temperature profile 
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Fig. 6 Radial profiles of temperature and carbon dioxide 
concentration in the base region of gas and pulverized 
coal seeded gas flames 
in the flame stabilization region. However, the location 
and magnitude of the peak are shifted. The values of 
peak temperature (and their radial locations) in the 
flames with the addition of lignite, bituminous and 
anthracite coals are 1290 K (r /d  = 0.72), 1374 K (r/  
d = 1.28) and 1300 K (r/d = 1.01) respectively, com- 
pared to 1436 K (r /d  = 0.69) for the pure gas flame 
without coal addition at similar conditions. 
It is seen that the addition of coal to the gas flame 
decreases the peak flame temperature and shifts its loca- 
tion radially outwards. The probable reasons are: (a) 
absorption of sensible heat to raise the particles to their 
pyrolysis temperature, (b) endothermicity of devolatili- 
zation and pyrolysis reactions of pulverized coal and (c) 
enhanced radiation emission from solid particles. It is 
also noticed that the bituminous coal produces the 
highest temperature in the flame stabilization region 
among all the coals tested. The values of peak tem- 
perature are in conformity with the results of devolati- 
lization study of Seeker et al. (27) and Mclean et al. (28). 
The volatile matter evolved from bituminous coals 
contains heavy hydrocarbons, while that from lignite is 
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flame base after the first transition are shown in Figs 6 
and 7. Again, it is noticed that the general trends are 
not drastically altered by the addition of pulverized 
coal. The following emerge as points of interest. The 
peak concentrations of CO and C 0 2  are highest for 
lignite coals. Higher amounts of moisture released from 
lignite generates hydroxyl radicals which promote the 
oxidation of carbon, and are probably the source of the 
higher concentrations of CO and C 0 2 .  Anthracite, 
because of its lowest moisture content, by the same 
token produces the lowest CO and C 0 2  concentrations. 
The minimum O2 concentration, an indicator of the 
oxygen consumption rate and the extent of exothermic 
oxidative reactions, is lowest in the lifted flame after the 
first transition with the addition of bituminous coal. It 
may be attributed to the fact that the generation of 
more volatiles in the core retards the inward diffusion of 
oxygen to the coal particles and reduces the rate of het- 
erogeneous kinetics. It also makes the homogeneous 
reaction slow in the flame core because the additional 
volatiles make the local fuel-air mixture too rich to 
burn. Consequently, oxygen concentration builds up in 
this axial region with bituminous coal flames. 
3.6 Radiation emission from the flame stabilization 
Figure 8 shows a comparison of radiation emission 
from the flame base region of the gas jet flames seeded 
with different coals. As expected, the addition of coal 
increases the radiation emission level from the flame 
base. The variation of radiation with flame configu- 
rations is similar with and without coal seeding. Radi- 
ation emission increases after the first transition and 
decreases slightly after the second transition. The peak 
value of radiation emission is highest for bituminous 
coal (1200 W/m2). The volatiles in bituminous coal 
contain a large fraction of soot producing heavy hydro- 
carbons. The large amount of soot produced is the 
cause of the highest radiation from bituminous coal 
seeded flame. The devolatilization of lignite produces a 
large amount of H 2 0  and promotes the oxidation of 
pyrolysis fragments and reduces the concentration of 
condensed species. As the condensed Species contribute 
a major fraction Of the thermal radiation, because Of 
their COntinUOus emission Over all wavelength Spectra, 
the radiation emission form lignite is lower than that 
from the bituminous coal seeded flame. Anthracite has 
the lowest volatile content and thus produces the lowest 
~ ~ ~ o u n t  of soot and energy release in the flame base 
region, and thus yields the lowest radiation from the 
flame base. 
- GASFLAME 
0 JAGNITE? 
A BITUMINOUS 
0 ANTHRACITE 
region 
0 1 2 3 
RADIAL DISTANCE (r/d) 
Fig. Radial profiles of carbon monoxide and oxygen con- 
centrations in the base redon of gas and pulverized 
coal seeded gas flames 
largely composed of co2, co and light hydrocarbons. 
The heating values of the volatiles produced from 
lignite coals are lower than those produced from bitu- 
minous coals. Anthracite has a lower volatile content, 
and hence, it does not contribute to the additional 
energy release at the flame stabilization region. This 
factor accounts for the very small difference of peak 
temperatures in the stabilization region of anthracite 
and lignite added flames. However, anthracite particles 
do contribute to higher radiation loss and hence the 
peak temperature is lowered in a gas jet flame when 
anthracite is added. Bradley et al. (22) conclude that the 
maximum temperature of CH,-air-graphite and coal 
dust-air flames is approximately 1550 at the lean 
flammability limit. Accounting for the differences in the 
size range of particles, which iS higher in the present 
study, the temperature data in the flame base near tran- 
sition agree with reference (22). 
3.5 Composition profiles in the flame stabilization region 
The concentration profiles of oxygen, carbon monoxide 
and carbon dioxide along the radial direction in the 
4 CONCLUSIONS 
With the addition of pulverized coal to gas jet flames, 
the behaviour of flame lift-off and reattachment are not 
markedly altered. With the reduction in the concentra- 
tion of co-fired gas, the flame lifts off the burner and 
stabilizes at a higher level. The flame base appears 
laminar, having sharp and defined edges, and is spa- 
tially stable. With a further increase in the diluent 
contekt of the jet stream, the flame base shifts to a 
higher level into a turbulent region, and the flame base 
fluctuates in space. The reattachment process exhibits 
Part A:  Journal of Power and Energy Q IMechE 1996 
 at UNIV OF OKLAHOMA LIBRARIES on January 20, 2016pia.sagepub.comDownloaded from 
LIFT-OFF CHARACTERISTICS AND FLAME BASE STRUCTURE OF COAL SEEDED GAS JET FLAMES 381 
-- -- GAS FLAME 
0 LIGNITE 
A BITUMINOUS 
ANTHRACITE 
0 
0.40 035 0.30 0.25 0.20 
PROPANE MOLE FRACTION (xp) 
Fig. 8 Radiation emission from the base region of gas and pulverized coal 
seeded gas flames 
hysteresis in both pure gas jet and pulverized coal 
seeded flames. The addition of lignite and anthracite 
coals favours the lift-off transitions. Bituminous coal, on 
the other hand, makes the flame more stable. The peak 
values of temperature and concentrations of major com- 
bustion product species in the flame stabilization region 
strongly depend upon the rank of coal. Among the coals 
tested, bituminous coal produces the highest peak tem- 
perature and its flame emits maximum radiation from 
the stabilization region. Anthracite and lignite coals 
produce somewhat comparable stability characteristics 
and structure of the flame base. The differences in the 
stability and flame structure characteristics are 
explained by the volatile matter, moisture and pyrolysis 
temperature of coals. 
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